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A ATTENTION: PRIOR TO FIRST USEA

It is recommended that everyone This engine is equipped with a For best performance idle
who uses this product should read decompression valve for engine for 1-2 minutes before
the StrikeMaster owneres manual. easier starting. Press the button you start drilling.

in before every start to reduce

cylinder pressure.
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A\ \MPORTANT SAFEGUARDSAA

It is recommended that everyone who uses this product should read this
StrikeMaster Ownerss Manual before operating.

1. DO NOTuse this product for any purpose other than cutting ice “shing holes. Ice augers are precision cutting

tools built for the ice “sherman, and must be properly maintained and handled with caution during both cutting

and transporting. When not in use, always store with blade guard attached.

DO NOTuse attachments other than those available from the manufacturer.

DO NOTalter this product in any manner; doing so is dangerous and voids all warranties.

DO NOTallow children or adults weighing under 100 Ibs. to operate this equipment.

DO NOToperate under the in"uence of drugs or alcohol.

DO NOTallow your body, loose clothing, drawstrings, scarves, hats or other materials to come in contact with

the Powerhead, Starter Assembly or Auger (Drill) unit at any time.

7. DO NOToperate if, upon pulling the starter rope or after drilling holes, the auger (drill) rotates or if the rope
pulls hard. Have the unit checked by a quali“ed mechanic.

8. DO NOTallow the engine to run or operate while moving or transporting to another location.

9. DO NOTcontinue to use this product in the event of mechanical or electrical failure.

10. This product produces considerable cutting force that is felt by the operator. Make sure your feet are “rmly
planted and that the handles are held “rmly while operating this product.

11. Always check the operation of the throttle system to ensure the carburetor control is completely returning to
the idle position when the throttle lever is released.

12. Check cutting blades and auger shaft screws before and after each use to make sure they are tight.

13. During operation, the auger unit could possibly stop. Be pr epared at all times to release the throttle lever.

14. The cutting blades on the ice auger are razor sharp. Use extreme care when handling.
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Please keep the original packaging in order to protect the equipment against damage in case you ever need to ship or

transport the auger. If the packaging materials are no longer required then they must be disposed of properly in accordance
with applicable local regulations. Cardboard packaging materials are raw materials which can be recycled or reused. At the end
of the equipmentes service life, please make sure that you dispose  of it properly, in accordance with the o cial directives and
regulations that apply in your area.

COMPONENT & CONTROL LOCATIONS

1. Recaolil (Starter) Handle 5. Decompression Valve 9. Choke Lever 13. Recoil

2. Fuel Cap 6. Throttle Lever 10. Transmission 14. Mu er/Cylinder Guard
3. Fuel Tank 7. Air Filter Cover 11. Start/Stop Switch 15. Muer

4. Fuel (FULL) Level 8. Throttle Arm 12. Spark Plug Cover 16. Handle Assembly
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Output Shaft

This engine is equipped with a decompression valve for easier starting.
Press the valve in before every pull to reduce cylinder pressure.

If engine fails to stop simply press decompression valve in.
Valve
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STOPthe engine by allowing the engine to return to idle and moving the switch to
the OFF position. If engine fails to stop, press the decompression valve in to shut o the engine. If the ignition
switch has failed, DO NOT OPERATHRntil the ignition switch has been repaired by an quali“ed mechanic.

11. Always check to make sure the throttle system is moving freely and returning to idle.
12. Turn o this machine when traveling from “shing site to “shing site.
13. Always store auger with blade guard attached.



Your new 2-stroke Solo auger engine does not come “lled with a
fuel/oil mix. You will need to add a fuel/oil mix prior to your “rst use.
(See below) Fuel is highly "ammable. Keep away from open "ames
and never spill fuel. Do not smoke at the operating site or near the
refueling site.

€ Stop the engine prior to refueling.

€ Let the engine cool down before refueling.

€ Open fuel cap slowly to allow any excess pressure in the tank to be
reduced without the risk of fuel spraying out.

Fuel may contain substances similar to solvents. Wear protective
gloves during “lling.

Avoid breathing in fuel vapor.

Immediately clean any spilled fuel on the machine.

Firmly tighten fuel cap.

Check for fuel leaks. Do not start the machine or work with the
machine if there is a fuel leak.

Store fuel and oil in an approved and correctly labeled container.
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1. The Solo engine has a non-vented gas cap. Air is supplied to
the tank using an external venting system. ( Fig 1)

2. You will notice the air line located under the fuel cap.
The airline needs to maintain this position in order to allow air
to the tank. ( Fig 2)

3. To prevent excessive fuel from collecting in the air line we have
the following suggestions. DO NOT OVER FILL THE GAS TANK.

4. When the auger is not in use, lay it down as shown. ( Fig 3)
Position #1 is the best option followed by position #2. ( Fig 4)
This will keep the air line out of the fuel.

FUEL INFORMATION

€ Use unleaded regular, unleaded premium or non-oxygenated
fuel. Do not use fuel with less than an octane rating of 87. For peak
performance use a 90-93 octane rated unleaded premium fuel.

€ Do not use leaded fuel or E85.

€ FUEL MUST BE FRESH AND CLEAN. NEVER use fuel left over
from last season or fuel that has been stored more than 30 days.
Do not use summer blend fuel; only use winter blend fuel which is
available after November 1st.

€ Unsuitable fuel or deviations in mixing ratio may lead to serious
engine damage which is not covered under warranty.

2-CYCLE OIL/FUEL MIX

To operate your engine you will need to use a clean, high-quality,

2-cycle oil. We recommend StrikeMaster 2-cycle Low Smoke Engine

Oil mixed with fuel at a ratio of 40:1 (3.2 ". 0z. to 1 gallon of gasoline).

DO NOTuse a fuel/oil mixture leaner than 50:1 (2.6 ". 0z. to 1 gallon

of gasoline).

€ All 2-stroke engines will have some oil residue that slowly comes
from the mu er area; this is normal.

€ Full Synthetic 2-stroke oil may be used as long as fuel/oil mixture
ratio does not exceed 50:1 (2.6 "uid oz. oil to 1 gal. gas).

AIR VENT PART #2700430

AIR LINE PART #64474

POSITION #1

POSITION #2
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€ Check the complete machine for operational safety.

€ The stop switch should function properly.

€ The throttle must have freedom of movement and return to the idle
position on its own accord.

€ The auger blades and collar bolt must be tightly secured and in
excellent working order.

€ Ensure the spark plug cap and ignition cable are connected “rmly.

€ Remove fuel cap to ensure that the clear vent tube is up in the “ller
tank neck and not pushed down or submersed in fuel.
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1. Turn the ON/OFF switch to ON. Make sure to read the
switch correctly. ( Fig 1)

2. Press the primer bulb ( Fig 2) 5 to 8 times. You want to see fuel
returning in the fuel line.

3. Slide the choke lever to START position. ( Fig 3)

4. Press the decompression valve ( Fig 4). Pull the recoil handle
in short quick pulls until the engine “res. (audible sound)
NOTE: you will need to press the decompression valve in after
every pull of the recoil rope.

Once the motor has “red, slide the choke leverto RUN
(no choke), and continue. Repeat step 4 until engine starts.
If engine fails to start, repeat steps 1-4.

If the engine fails to start after several attempts, check that all
adjustments described above have been done correctly.

Be sure the onfo switchis NOT in the o position and start once

again. If the engine still fails to start, contact your local Solo

authorized repair center located on our website.

STARTING TIPS:As you know, very cold temperatures make all engines
a little harder to start. Whenever possible, keeping your machine in a

warm environment will ALWAYS make it easier to start. .
DeCOI\W}aplr\?:smn

www.strikemaster.com
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After completing the cutting of an ice “shing hole, STOPthe engine by allowing the engine to return to idle and
moving the ON/OFF switch to the OFFposition. If engine fails to stop simply press decompression valve in or slide
choke lever to start (full choke). Do not operate until switch has been repaired by a quali“ed mechanic.
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Solo® Germany-The registered Solo® trademark is licensed for use in the U. S. from the
German company Solo Kleinmotoren Gmbh by the U.S. a liate, Solo incorporated.

Transmission: Transmissions are maintenance free, they require no adding of grease or checking.

A\ LIMITED WARRANTY 4\

The manufacturer warranties trouble-free quality and will cov  er the cost of replacing parts which are found to be
faulty in material or workmanship within the prescribed warranty period after the date of purchase. Please note

that speci“c warranty conditions may vary from country to country. If in doubt, ask your equipment vendor. They are
responsible for warranty matters. Solo Inc. provides the initial purchaser with a 2 year engine warranty.

We hope you will understand that we cannot be liable for damage resulting from the following causes:

ah ah dh dh b dh b dh dh b dh

Non-compliance with the operating instructions.

Neglecting essential maintenance and repair work.

Damage caused by incorrect carburetor adjustment.

Wear and tear from normal use.

Obvious overload by continuously exceeding the maximum performance limit of the product.
Using non-authorized tools.

Use of force, incorrect treatment, misuse and accidents.

Damage from excessive heat due to dirt buildup around the cooling fan housing.
Attempted adjustments and repairs by unquali“ed persons.

Use of unsuitable spare parts or third party parts, if these are the cause of the defect.
Use of unsuitable or stale fuel.

Damage caused by using the product in the hire or rental industry.

Normal cleaning, adjustments or maintenance work fall outside the warranty provisions. A service center authorized
by the manufacturer must carry out all warranty work.



EC DECLARATION OF CONFORMITY
In accordance with EG Directives 98/37/EC,
2000/14/EC and 89/336/EEC (amended by
92/31/EEC), SOLO Kleinmotoren GmbH,
Stuttgarter Strasse 41, D-71069 Sindel“ngen,
being solely responsible, states that the product
referred to in this declaration complies with the
requirements of the Machinery Directive.

(EN 1SO 3744, EN 1SO 22868)

Applied standards: EN 1ISO 12100, EN 11806,

ISO 14865, EN I1SO 14982

Conformity assessment procedures

(98/37/EG) - Appendix V

(2000/14/EG) - Appendix V

Serial number, Build year - Type plate

This declaration of conformity loses its validity, if the
equipment is converted or modi“ed without the
manufacturerss consent.

Sindel“ngen, 1st January 2006
SOLO Kleinmotoren GmbH Wolfgang Emmerich
Executive Director

PARTS SUBJECT TO WEAR AND TEAR
Various parts are subject to application-speci“c or
normal wear and must be replaced when required. The
following parts are subject to normal wear and are not
covered by the manufactureres warranty:

€ Air “Iter

€ Fuel “lter

€ All rubber parts which come into contact with fuel
€ Clutch

€ Spark plug

€ Starter (Recoil)

€ Blades

FOR USA ONLY

Emissions Control Warranty Statement

The Environmental Protection Agency and Solo are
pleased to explain the emission control system on your
small non-road power equipment engine. In the US new
small non-road engines must be designed, built, and
equipped to meet the Environmental Protection
Agencyes standards. Solo must warrant the emission
control system on your small non- road engine for the
period of time listed below provided there has been no
abuse, neglect, or improper maintenance of your small
non-road engine.

Your emission control system includes parts such as the
carburetor, the ignition system and the exhaust system.
Where a warrantable condition exists Solo will repair
your small non-road power equipment engine at no cost

to you including diagnosis, parts, and labor.






