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maxxum 70/sc/hc
70 lbs thrust
24 volt  42 AMPS
52”  shaft

 pARTS LIST
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for use with "P" serial numbers2-year warranty



  * This item is part of an assembly. This item cannot be sold separately due to machining and /or assembly that is required.   P/N 2184916  REV.  D   ECN 32961 2-11
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 Item P/N Description Qty  Item P/N Description Qty  Item P/N Description Qty  Item P/N Description Qty

 1 2096039 24V Motor 42” FW 1
 5 2-100-119 Armature assembly 1
 10 140-010 Bearing 1
 15 788-015 Retaining ring 1
 20 2-200-005 Center housing assemby 1
 25 2-300-139 Brush end housing assembly 1
 30 2-400-101 Plain end housing assembly 1
 35 144-049 Flange bearing 1
 40 880-003 Seal 1
 45 880-006 Seal with shield 1
 50 188-037 Brush 2
 55 725-050 Paper tube 1
 60 738-036 Brush plate assembly 1
 65 975-040 Brush spring 2
 70 337-036 Gasket 1
 75 701-081 O-ring, motor 1
 80 701-008 O-ring, thru-bolt 2
 85 830-007 Screw, 8-32 2
 90 830-008 Thru-bolt 2
 95 990-067 Washer, steel 2
 100 990-070 Washer, nylatron 2
135 640-006 Leadwire, black 1
 136 640-115 Leadwire, red 1
	n 2888460 Seal and O-ring Kit

200 2185614 Decal, c-box cover 1
205 2060295 C-box cover 1
208 2325665 Decal - MinnKota 2
210 2074071 Battery meter, 24v FW 1
212 2070304 Wire, battery meter blk, 7” 1
  2070305 Wire, battery meter red, 7” 1
220 2064028 Switch 5 speed 1
230 2062505 Control box, 5 SPD, FW 1
235 2062905 Strain relief 1
240 2303412 Screw, #6 x 5/8 SS 6
250 2383407 Screw, #10-24 x 2 SS 1
260 2383124 Nut, 10-24, nylock, SS 1
265 2991521 Cam lock/depth collar assy 1

 n 2991760 Bowguard Assembly [270-306] 1
270 2261976 Bracket, top 1
275 2261525 Spring sleeve, Upper 1
276 2011365 Knob, collar 1
280 2264702 Tube insert, bowmount 2
285 2262711 Spring, bowguard 1
295 2261535 Spring sleeve, Lower 1
300 2991775 Bracket Assy, bottom 1
305 2263423 Screw, 5/16 x 1” SHCS ZP 1
306 2263425 Screw, 5/16 x 2.5” SHCS ZP 2

310 2032068 Tube Composite 52” 1 

	n 2990956 Handle assy, 5SPD [360-410] 1

360 2990451 Grip/handle assy, 5SPD [360-375] 1
365 2060015 Bearing, handle 2
370 2063405 Screw, #6 PFH SS 1
375 2884091 Yoke / spider assy, 5SPD 1
380 2302742 Spring, detent, off 1
385 2060005 Bearing, handle pivot 2
390 2060900 Handle pivot, top 1
395 2302745 Spring, release button 1
400 2063700 Button, release 1
405 2060905 Handle pivot, bottom 1
410 2303412 Screw, #6 x 5/8 SS 6

415 2062715 Spring, handle pivot 1
425 2992522         Leadwire assy 1

	n 2991840 Mount, Bow Assy W/ Bowguard 1
   [270-306], [500-625]
500 2251601 Rope 1
505 2150400 Pull grip 1
510 2151700 Washer 1
515 2264241 Arm, upper, std, fw 1
520 2262605 Pin, bowguard, upper 1
525 9908236 Washer, 1/4”, ZP 2
530 2223100 Nut, 5/16-18 SS 2
535 2263500 Bolt, shoulder 2
540 2293501 Bushing, SS 2
545 2994307 Arm, Lower, std, fw 1
550 2262607 Pin, clevis ZP 1
555 2260805 Spring, clip 1
560 2261318 Bushing, nyliner 2
562 2261540 Insert-threaded bowplate 2
565 2261708 Washer, spacer, .010 thk 2
570 2153602 Eyeshaft, ZP 1
575 2262703 Spring stop 1
580 2152700 Spring, lock bar 1
585 2233622 Lock bar, front, ZP 1
586 2233620 Lock bar, back, ZP 1
590 2152610 Spring pin 2
595 2773987 Bowplate w/ insert, std, fw 1
600 2260506 Hinge pin, ZP 1
605 2293811 Yoke, Max 1
610 2263912 Motor rest, std, fw 1
615 2261505 Spacer, motor rest 6
620 2263434 Screw, #8, SS 2
625 2265514 Decal, motor rest 2

	n	2994830 Bag assembly 1
700 2263431 Screw, 1/4-20 x 3 1/2” PPH, SS 6
701 2301720 Washer, rubber mounting 6
702 2261713 Washer, 1/4 SS 6
703 2263101 Nut, 1/4-20 Nylock, SS 6

900 2263804 Strap, hold down 1

	n	1378131 Propeller kit WW2
	n	2994875 Propeller bag assy
1000 2091160 Propeller WW2 1
1010 2092600 Drive pin, small 1
1015 2151726 Washer, prop, small 1
1020 2053101 Nut, nylock, prop, small 1
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INFORMATIONS DE BATTERIE :
Les moteur fonctionnent avec toute batterie marine cycle profond de 12 V. Pour de meilleurs résultats, utiliser une batterie deep 

cycle ou toute autre batterie de 115 A/ht. En général, sur l’eau, un moteur de 12 V consomme 1 A/h par livre de poussée produite 
par le moteur à haut régime. Un moteur de 24 V consomme 0,75 A/h. La consommation d’ampères dépend aussi des conditions 
d’utilisation. Veiller à ce que la batterie soit toujours chargée à fond. Un entretien correct permet de garder toute la puissance de 
la batterie et augmente sa durée de vie. La durée de vie d’une batterie qui n’est pas régulièrement rechargée (dans les 12-24 
heures) est généralement réduite. Utiliser un chargeur à régime variable pour éviter de surcharger la batterie.

En cas d’utilisation d’une batterie pour mettre en marche un moteur hors bord à essence, il est préférable de prévoir une ou deux 
batteries marines Deep Cycle séparées pour le moteur de pêche Minn Kota.

Conseil quant à batteries :
 Ne communiquez jamais le (+) et (-) les terminus de la batterie ensemble. Faites attention qu’aucun objet en métal ne 

puisse tomber sur la batterie et court les terminus. Cela causerait immédiatement un danger de feu court et suprême.
 Recommandation : Utilisez des boîtes de batterie et des attaches de terminus de batterie couvertes comme Minn Kota le complice 

*MK-BC-1.
Ces moteurs sont équipés d’une jauge de batterie à «poussoir test». Cette jauge à DEL permet l’affichage précis de la charge de 

la batterie. Elle n’est précise que lorsque le moteur est arrêté et se lit facilement: 
 • Quatre voyants indiquent une charge maximum.
 • Trois voyants indiquent une charge normale.
 • Deux voyants indiquent une charge faible.
 • Un voyant indique la recharge.

BATTERY INFORMATION:
The motor will operate with any deep cycle marine 12 volt battery/batteries. For best results use a deep cycle, marine battery with at 

least a 115 ampere hour rating. As a general on the water estimate, your 12 volt motor will draw one ampere per hour and your 24 
volt motor will draw .75 ampere per hour for each pound of thrust produced when the motor is running on high. The actual ampere 
draw is subject to your particular environmental conditions and operation requirements. Maintain battery at full charge. Proper 
care will ensure having battery power when you need it, and will significantly improve the battery life. Failure to recharge lead-acid 
batteries (within 12-24 hours) is the leading cause of premature battery failure. Use a variable rate charger to avoid overcharging.

If you are using a crank battery to start a gasoline outboard, we recommend that you use a separate deep cycle marine battery/
batteries for your Minn Kota trolling motor.

Advice regarding batteries:
 Never connect the (+) and the (–) terminals of the battery together. Take care that no metal object can fall onto the battery 

and short the terminals. This would immediately lead to a short and utmost fire danger.
 Recommendation: Use battery boxes and covered battery terminal clamps like Minn Kota accessory #MK-BC-1.
These motors are equipped with a “push to test” battery gauge. The LED provides an accurate display of the remaining charge in 

the battery. It is only accurate when the motor is off. The gauge reads as:  
 • Four lights indicate full charge.  
 • Three lights indicate good charge.  
 • Two lights indicate low charge. 
 • One light indicates recharge.

12-24 VOLT 5 SPEED MODELS

Maxxum 70 is 24-volt only! 
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THIS IS A UNIVERSAL MULTI-VOLTAGE DIAGRAM. DOUBLE CHECK YOUR MOTORS VOLTAGE FOR PROPER CONNECTIONS

Over-Current Protection Devices not shown in illustrations.
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